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PERFORMANCE
LUBRICANTS

Eurol Cirturo ISO-VG 68

Api1Budg €idoug E123864 ‘Exkdoon 1.0 26/03/2026

Etritredo amédoong
* AFNOR NF E 48-603 HL
e Alstom HTGD 90 117 V0001 S
¢ Brown Boveri HTGD 90117
e BS489
 CEGB Standard 207001
¢ Cincinnati-Machine P-54
. DIN 51506: VBL/VCL/VDL
e DIN51517/2 (CL)
e DIN51524/1 (HL)
e G.E. GEK 32568 A/C
« |SO 8068
. ISO L-DAA, DAB, DAH, DAG
e MIL-L-17672 D
¢ Siemens TLV 9013 04
e U.S. Steel 120
e Westinghouse Electric Corp.
Turbine Oil Spec

DuoIkEG 1810TNTEG

1d16TNTO Tiun / ATroTéAeopa Mpdétutro ASTM
Xpwua KEXPIUTTAPEVIO

MukvéTtnTa otoug 20°C 0.87 kgl ASTM D 4052
1EWdeGg, KivnuaTiké otoug 40 °C 67.0 cSt ASTM D 445
IEwdeg, KivnuaTiké oToug 100 °C 9.0 cSt ASTM D 445
Agiktng 1IEWd0oUG 107 ASTM D 2270
2nueio avaeAegng 262 °C ASTM D 92
2nueio pong -30 °C ASTM D 97
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To TapoV £yypago EXEl OKOTTO VA 0OG EVNHEPWOEI OXETIKA HE TO XOPAKTNPIOTIKA Kol TIG THOAVEG £QApOYEG TwV TTPoidvVTwWY Eurol. O TTAnpogopieg TTou TTEPIEXOVTAl OTO TTAPOV
£YYPOPO EVOEXETAI VO TPOTTOTTIOIOUVTAI OTTOIGSATIOTE OTIYHN KOl XWPIG TTponyoupevn €150TToinan, Adyw TnG ouveXoUg £PEUVAg Kal AVATITUENG TwV TTPoidvTwy. Ta dedopéva avaAuong
TIOU ava@épovTal o€ auTd To QUAAO TTEPIAABAVOUV TUTTIKEG TIHEG. MIKPEG ATTOKAICEIG, Ol OTTOIEG EVOEXETAI VO TIPOKUWOUV KATA TN QUOIOAOYIKR dladikaacia Trapaywynig Tou TTpoidvTog,
Oev ETTNPEACOUV TNV TTOIOTNTA TOU TTPOIGVTOG. MapdTI TO TTApOV EVNUEPWTIKO DEATIO £Xel ouvTaxBei pe Tn PéyioTn duvaTth TTpocoxr, n Eurol dev @épel kapia euBUvn yia {nIEG TTOU
TIPOKUTITOUV aTTO eAAEIYEIG Kau/f) avaKPIBEIEG TOU KEIPEVOU. ZUVIOTOUUE TTAVTOTE TNV THPNON TWV 0dNYIWV TOU KATAOKEUAOTH.



