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PRODUCT DATA SHEET

Product information
Eurol Nautic Line 10W-30 FCW is an engine oil that ensures optimal lubrication and protection for 4-stroke inboard and 
outboard engines requiring an FC-W specification.
 
Eurol Nautic Line 10W-30 FCW meets the NMMA FCW requirements, such as protection against rust and corrosion 
when in contact with (salt) water, limited viscosity loss after prolonged use, and excellent protection against wear and 
deposits, especially under conditions of fuel dilution*.
 
*Fuel dilution can occur in outboard engines if the engine idles for extended periods, causing unburned fuel to leak into 
the crankcase. Eurol Nautic Line 10W-30 FCW contains special additives that minimize wear at both low and high 
speeds.
 
Due to special additives, Eurol Nautic Line 10W-30 FCW will maintain its high performance level for a reasonable time 
even after the oil change interval has passed. However, it is always important to aim for timely oil changes.

Physical properties
Characteristic Value/Result ASTM Standard 

Color brown 

Density at 20°C 0.86 kg/l ASTM D 4052

Viscosity, kinematic at 40 °C 74.6 cSt ASTM D 445

Viscosity, kinematic at 100 °C 11.7 cSt ASTM D 445

Viscosity index 151 ASTM D 2270

Viscosity, dynamic (CCS) 4,323 cP ASTM D 5293

Flash point 234 °C ASTM D 92

Base number 6.3 Mg KOH/g ASTM D 2896

Sulfated ash 0.8 wt% ASTM D 874

Pour point -33 °C ASTM D 97

Performance level
• JASO MA
• API SL
• NMMA FC-W
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