
Eurol MTF 75W-80 GL5 
Synthetic transmission oil suitable for certain manual gearboxes
Article number E110080 Version 2.0 12/08/2026

PRODUCT DATA SHEET

Product information
Eurol MTF 75W-80 GL5 is a synthetic transmission oil, which can be used in final drives, as well as manual 
transmissions (where a GL-5 quality is required).
 
Eurol MTF 75W-80 GL5 is highly compatible with synchromesh and ensures that shifting is very smooth even at low 
temperatures.
 
Eurol MTF 75W-80 GL5 has an excellent load-carrying capacity that can handle very heavy loads and vibrations. The 
viscosity decrease due to heavy loads is minimal, ensuring that this oil guarantees the correct viscosity during extended 
drain intervals (and in certain cases, lifetime filling).
 
Eurol MTF 75W-80 GL5 contains special friction reducers, which ensure sustainable fuel savings and reduce heat 
development.
 
Eurol MTF 75W-80 GL5 provides adequate lubrication at both very low and very high temperatures and offers 
protection against corrosion, wear, thickening, and deposits.
 
Eurol MTF 75W-80 GL5 is compatible with most elastomers and sealing materials and does not foam under extreme 
loads.

Physical properties
Characteristic Value/Result ASTM Standard 

Color amber 

Density at 20°C 0.85 kg/l ASTM D 4052

Viscosity, kinematic at 40 °C 52.4 cSt ASTM D 445

Viscosity, kinematic at 100 °C 9.4 cSt ASTM D 445

Viscosity index 164 ASTM D 2270

Flash point 220 °C ASTM D 92

Pour point -45 °C ASTM D 97

Performance level Recommended for use
• API GL-5
• MIL-L-2105 B/C/D

• BMW MTF LT-2
• BMW MTF LT-3
• Fiat 9.55550-MZ1
• Fiat 9.55550-MZ5
• Honda MTF-III
• MB 235.10
• Volvo 1161681
• Volvo 97309
• VW G 052 532
• ZF TE-ML 02A
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